AN INNOVATION LEADER
IN THE LIGHTING WORLD




TORO SERIES

Our latest flood light, TORO Series With the latest design, the front frame
of the lamp is glass and there is no trace of any screw.

Its super performance can be maximum up to 1200W, which can cover
most application area.

The product adopts the highest quality standards to achieve best perfor
mance and lifespan. It can installed from 8M up to 30M and pass the 3G
vibration testing.

With its special design of Optics, we can achieve very good performance
for stadium, high mast, railway station.

Key Advantage:
< Symmetrical and asymmetrical optics for highway, seaport, airport, train station, stadium
» Excellent heat dissipation management make sure long lifespan

> LED modular engine and easy for replacement and maintenance

< Weight control and make sure it is safe and pass 3G vibration

> 1P66 and 1Ko9

< DMX cOntrol available

Application:
< Residential areas
> Road and street lighting
< High way, Airport, Parking place
< Pathway & Pedestrains
< Smart city option
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Product details
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LED Adapt

TORO SERIES
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MODEL WATTAGE LED QTY Rl POWER FACTOR WARRANTY
100 100 >708>80 >0.95¢cos S years
TORO 10005 00 100 >706>80 >0.95¢cos 5 years
00 100 >708>80 >0.95¢cos 5 years
300 200 >70&>80 >0.95¢co0s 5 yoars
TORO 1000 M AQ0 200 >708>80 >0.55¢c0s 5 years
600 200 >70&>30 >0,95¢05 5 years
600 400 >708>80 >0.95¢0s 5 years
TORO 1000 L 800 400 >708>80 >0.95¢co0s S ywars
1000 400 >708>80 >0.95¢0s S years
1200 400 >70&>80 >0.95¢c0s 5 years
Cree® XLamp® XP-G3 LEDs 3535 Z Power LED -~ Z5-M3 SZ5-M3-WX-XX
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Optics Available

Symmetry

TYPE A YPE 8

Asymmetry

TYPEC IYPED
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Series 2X2
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LED Adapt

TORO SERIES

—

MODEL WATTAGE LED QTY CHI POWERFACTOR | WARRANTY
100 256 >708>80 >0.95¢os 5 years
TORO 10005 200 256 >704>80 >0.95¢cos S years
250 256 >708>80 >0.95¢os 5 years
300 512 »70&>80 >0.95¢os Syears
TORO 1000 M 400 512 >708>80 >095¢0s 5 years
S00 512 >708>80 >0.95cos S yoars
600 1024 >708>80 >Q0.95¢08 5 years
TORO 1000 L 800 1024 >70&>80 >095cos S years
1000 1024 >708>80 >0.95¢0% 5 years
™ LUMILEDS
LUXEON 3030
Hoh o¥icocy ond mons \
B 8 mut-de. high powsr
package. srabieg kow \ /
system (osts '

Page?



Optics Available "\_T_f/."'

Symmetry Series 16X1
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Product features ®

PARAMETER TECHNICAL DATA

Light source SMOD LED Module

Color stability 3 or 5 MacAdam steps for all standard LED colors

Luminous Flux

led flux @ Ta=25C outdoor) SV F000 40 156000 I

Luminaire efficiency 130-155 Im/W

Optics Material PC

ULOR (%) 0% for flat glass versions

Electrical class class|

IP rating P66

Operating temperature range “40°C < Ta = S0°C

Surge protection 4kV (10kV available as an option)

Certifications. * CE CB (in cerification)

Symmetry
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TORD-10005 415*370*305 | 945 1045 S80 1430

TORO-1000M 663"412°305 | 1870 202 124

TORO-1000L 790755360 ! 4075 4275 125 312
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VERSION REC%"QEE‘:_?&%TF\;‘?SL;NTING
TORO 10005 812M
TORO 1000 M 12-18M
TORO 10001 18-25M
,.D_, D D 25m
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Accessories Options

Surge Protection device

Surge Protection device offersprotection
against ighting surges;

Voroge Profection level up AN) < 1.5k
Vatoge Protection level up (UNPE) < 20V
Uoc « 10kV

imax = YOkA

1nom « 5 kA

Surge Protection device

Maximum Discharge Current (Imax) 10kA,
5/20us

« Meets ANSI C136.2 Enhanced Level
10KV/SkA, IEEE C62.41.2 Location Category C
Low Exposure end US Dept. of Energy MSSLC
Model Spec.

« Thormally Protected Varistor technology

« Paralied and Sevies Connected SPD Options

« Peh Water proof and Dust-prool

Shorting Cop

Standard ANSIC) 16101556

Photocell
Standard ANS136.10-2010

Nema Sockel

Standard ANSIC136.10

Zhage Connector

= Contacts rating: 1 5A, 30V (24V typical)

« WMeets TOKY aidectric withstand voltage to
mounting surface

« 4 pole contacty

- Fin iz 24vdc

- Pin 2: DALI (or DALI based protocol) -/
common ground

- Pin 3: DALI (or DALI based protocol) +

- Pin 4: General I/0

Connector

10w cable with IP66 rated connector offers

wasy Installation of the street luminaires.

5 wire cable connector

Pre-installe

Pre-installed cables sets in the luminaire

Dlameter of the cable:
Sx1,5mm-0,5mlenght
3% 1.5mm-5m lenght
2% 1.5mm-6mlenght
Sx 1.5mm-8mlenght
2% 1.5mm-10m lenght
$x 1.5mm-12mlenght
Sx1.5mm-18 mlenght

Pre-installe

d cable sets

cj cable sets

Pre-installed cables sets in the luminaire

Diameter of the cable:
S5x1.5mm-0,5m lenght
5% 1.5mm-5mlenght
5% 1L.5mm-6 mlenght
5x 1.5mm-8mlenght
5x1,5mm-10m lenght
5x1,5mm-12m lenght
5x1,5mm - 18 m lenght
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T-Luce Italia srl
Viale Giacomo Matteotti 15, Firenze 50121, Italy

info@t-luce.com



