T LUCE
24

. 4
. ‘r-'am:

RETROFIT
LAMP POST



LED Engine-retrofit

ONE SIZE

TL-LEDO2
( .‘ﬂ : = )
l\
A
Optics available
00 O\ AN = !
x 4
G11C36-T3 C12C36-T5

Parameter Technical data Parameter Technical data
Life'me Up to 100,000hrs LM70,Ta 25°C Driver isola’on Class | or Class Il
Wa'lags 30~50W Control dimming DALI/1-10V / Timing / PWM
Light efficacy Up to 130Im/W Operalng temperature | -35°C~50°C / 10% ~ 95% (humidity)
CRI 270 or280 Body parts material Die cast Aluminum
Color temperature 3000K, 4000K, Amber color Op'c PC (standard) / PMMA (opion)
Opera on voltage AC 90-305V or AC 220-240V Screen Flat tempered glass 5mm thickness
Frequency 50 / 60Hz Gasket Silicone
Power factor 20.95 cos Color stability 3 or 5 MacAdam steps

Order code | Chip | LEDQTY | Lens Type | Power Lumg1ag ert'e‘ffc§cy 'E%?g?g
902101 5050 24 24 30W 130 > 54,000hrs
902102 5050 30 30 40W 130 > 54,000hrs
902103 5050 36 36 50W 130 > 54,000hrs
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LED Engine-retrofit

TWO SIZE

TL-LEDO1S
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Technical information

TL-LEDO1M
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Parameter Technical data Parameter Technical data

Lifel'me Up to 100,000hrs LM70,Ta 25°C Driver isola’lon Class | or Class Il

Wallags 10~100W Control dimming DALI/ 1-10V / Timing / PWM

Light efficacy Up to 137Im/W Operaling temperature | -35°C~50°C / 10% ~ 95% (humidity)
CRI 270 or2 80 Body parts material Die cast Aluminum

Color temperature 3000K, 4000K, Amber color OpLic PC (standard) / PMMA (op.on)
Operallon voltage AC 90-305V or AC 220-240V Screen Flat tempered glass 5mm thickness
Frequency 50/ 60Hz Gasket Silicone

Power factor 20.95 cos Color stability 3 or 5 MacAdam steps
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Optics available

3535/5050 ﬁ @ @ @ Q @ @
S01A4-T1 S02A4-T2 S03A4-T2 S04A4-T2 S05A4-T2 S06A4-T2 S07A4-T3
@ I D] [
S08A4-T3 S09A4-T4 G01A4-T4 G02A4-T5
D [T || || -5 | Y ||
S10A4-T2 S11A4-T3 S12A4-TL S13A4-T2 S27A4-TL G05A4-T4 GO06A4-T5
3030
AT
8508
S23A16-T3 S24A16-T1 S25A16-T2 GO03A16-T4 GO04A16-T5
Order code | Chip |LEDQTY | LensType | Power |Lufjinaireefficacy — Lifespan

901101 5050 8 4 10W 137 > 54,000hrs

901102 5050 16 4 30w 131 > 54,000hrs

901103 3535 8 4 10W 131 > 108,000hrs

901104 3535 16 4 30w 124 >108,000hrs

901105 3030 32 16 20W 122 > 54,000hrs

901106 3030 64 16 40W 122 > 54,000hrs

Order code | Chip |LEDQTY | Lens Type | Power L“'Gg’fgﬁ,%ﬁ,\iﬁ?cy 'E'-;ng?'d

901201 5050 12 4 20W 134 > 54,000hrs

901202 5050 24 4 40W 134 > 54,000hrs

901203 5050 36 4 80W 134 > 54,000hrs

901204 3535 12 4 20W 126 > 108,000hrs

901205 3535 24 4 40W 126 > 108,000hrs

901206 3535 36 4 80w 126 > 108,000hrs

901207 3030 48 16 40W 115 > 54,000hrs

901208 3030 96 16 60W 122 > 54,000hrs

901209 3030 144 16 100W 117 > 54,000hrs

*5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030




