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what we offer

YOUR
BEST

PV

SUPPLIER

TL-M400M-72/5BB
Monocrystalline 72 cells 380w-400w

Reliable Quality . Key features

® Positive power tolerance: 0~+5W N

Monocrystalline modules designed for commercial and solar

® 100% EL double-inspection ensures modules are defects free Iy farm grid-tied applications

* Modules binned by current to improve system performance

® Potential Induced Degradation (PID) Resistant
//I High power output and highest conversion efficiency

Superior Warranty

e 10-year product warranty

from dirt and dust

e 25-year linear power output warranty

100%
97%

G Anti-reflective and anti-soiling surface reduces power loss
=4

'
Added Value From Warranty ”f Outstanding performance in low-light irradiance environments

90%

m Excellent mechanical load resistance: Certified to withstand
5400 | high wind loads (2400Pa) and snow loads (5400Pa)

80%

Pa
@ High salt and ammonia resistance certified by TUV SUD
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Mechanical Parameters

Cell (mm)

Mono156.75x156.75

Packaging Configuration

27 Per Pallet

Maximum System Voltage

DC 1000V/1500V(IEC)

Maximum Static Load, Front ée.g., snow and wind)

Maximum Static Load, Back

Application Class

e.g., wind)

5400Pa }1 12 1b/ft)
2400Pa (50 Ib/ft?)

Class A

Electrical Parameters

ToLucE

Engineering Drawings
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Module BSM380M-72 BSM385M-72 BSM390M-72 BSM395M-72 BSM400M-72
Peak Power Watts-P max (Wp)* 380 385 390 395 400
. Maximum Power Votage-Vaee (V) 3995 so17 a0 w061 4078
© Maximum Power Curent-lwee (4) es2 o5 067  em 082
© OpenCircuitVoage-Voc(v) 4867 s889 a9mt 4933 495
© ShorCicut Cumentlsc (8) w022 1031 1041 105 1050
© ModueEficencynm (%) 1 1958 1984 2000 2035 2061
PowerTolerance W) osw
| Temperature Coefficient of Isc as) $0089%°C
| Temperature Coefficient of Voo (Vo -080%FC
| Temperature Coefficient of Pmax 4Pmp) -0410%FC

Irradiance 1000W/m?, Cell Temperature 25°C, Air Mass 1.5

Current-Voltage Curve BSM385M-72

Current-Voltage Curve BSM385M-72
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Power-Voltage Curve BSM385M-72
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