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Product Category

LED neon products can be classified by shape, bending and functions.
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TL15 SERIES

Flat Shape
120° Beam Angle
Horizontal Bending

c E g ONE BIN ONLY
H us COLOR CONSISTENCY
LISTED ROHS TODAY AND TOMORROW



TL15 Series T+ LUCE

I_ED Neon FleX SOIUtion Mold Injection Connectors

Direct cable output Side cable output Bottom cable output Middle cable output IP68 End cap

DIY Connectors

Direct cable output Bottom cable output IP67 End cap

Mounting

TLI5S01-S TL5ADOI1-S TLI5HO1-S TLI5501 TLI5FLX TL-AB-S2830C2 TLI5VO1-S
Package

Available CCT/Colors %@ @W

)




TL15 Mono Color Series Flexible Strip

Working Voltage: 24V DC/ 36V DC/ 12\
Available CCT: 2200-6500K
Available Colors: R/Y/G/B/LY

Photometric
Red 620-630nm AVERAGE BEAM ANGLE(50%):116.7 DEG
B Green 520-530nm
Blue 465-475nm . 2180
B Amber 585-595nm ‘ ’
Il Orange 600-610nm : ‘. 120
B 2200K 2238 + 102K
B 500K 2460 + 120K
B 2700K 2725 + 145K @
B 3000K 3045 + 175K
H_ 3500K 3465 + 245K
H_ 4000K 3985 + 275K
B 4500K 4503 + 243K S Naad United
B 5000K 5029 283K S e
m oo g
B 6500K 6532 + 510K . ‘ ‘

01 Model:

Available CT:

Available Colors:

Power per Meter:

Min. Cutting Unit:

Min Cutting Length: Max
Length Single Feed: Max
Length Double Feed:
Min.Bending:

O 3 Model:

Available CT:

Available Colors:

Power per Meter:

Min. Cutting Unit:

Min Cutting Length: Max
Length Single Feed: Max
Length Double Feed:
Min.Bending:

0 5 Model:

Available CT:

Available Colors:

Power per Meter:

Min. Cutting Unit:

Min Cutting Length: Max
Length Single Feed: Max
Length Double Feed:
Min.Bending:

POWER & DIM

Constant Voltage power supply PWM Dimming

TL15-24V-5050-72
2200-6500K

G/B/LY

1B5W

6LEDs

3.28/8.33cm
32.8/10m
65.62'/20m

Dia 8cm

TL15-24V-2835-72-CC
2200-6500K

G/B

10W

6LEDS

3.28/8.33cm

49.2115m

98.43/30m

Dia 8cm

TL15-24V-3528-72
2200-6500K
R/Y/G/B

5W

12LEDs

6.56'/16.67cm
49.27/15m
98.43'/30m

Dia 8cm

DALI Dimming

02 Model:

Available CT:

Available Colors:

Power per Meter:

Min. Cutting Unit:

Min Cutting Length: Max
Length Single Feed: Max
Length Double Feed:
Min.Bending:

04 Model:

Available CT:

Available Colors:

Power per Meter:

Min. Cutting Unit:

Min Cutting Length: Max
Length Single Feed: Max
Length Double Feed:
Min.Bending:

06 Model:

Available CT:

Available Colors:

Power per Meter:

Min. Cutting Unit:

Min Cutting Length: Max
Length Single Feed: Max
Length Double Feed:
Min.Bending:

0/1-10V Dimming

TL15-24V-5050-60
2200-6500K
R/Y/G/B/lY

12W

BLEDS/10LEDs
10cm/16.67cm
32.8'/1om
65.62'/20m

Dia 8cm

TL15-36V-5050-60
2200-6500K

G/B/LY

12W

10LEDs

6.56/16.67cm
49.21/15m
98.43/30m

Dia 8cm

TL15-12V-3528-72
2200-6500K
R/Y/G/B

5W

BLEDS

3.28/8.33cm
16.4'/5m

32.8'/1om

Dia 8cm

DMX Dimming
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Luxury Hotel, Azerbaijan, TL15 5700K 3000M

Dubai Marriott Hotel, TL15 6000K

Photos are provided by our valuable customers
Especially suitable for indoor and outdoor architectural
outline decorations, walkway, park guiding -line and pool lighting




TL15 Tunable White Series Flexible Strip oo

CCT

B B 2200K+5700K

LUCE

CCT Wavelength

2238 + 102K--2725 + 145K

B B 2700K+5700K

2725 + 145K--2725 + 145K

Working Voltage: 24V DC

B B 3000K+5700K

3045 + 175K--2725 + 145K

Available CCT: 2200-5700K

=l
01

Model :
Operating volts :
Power per Meter :
Working Mode:
LED Type:

LED Qty/meter:
Available CT:
Min. Cutting Unit:
Min Cutting Length:
Max Length:

Min Bending :
material:

Protection Rating:
Min. Bending:

i Beam Angle:
Dimmable:
Bending Direction:

Photometric
AVERAGE BEAM ANGLE(50%):116.7 DEG

POWER & DIM

CPlane  [50%MaxAng.][10%MaxAng.]
€13503150: 1130 1624

€00 1800 : 1113 1626
—— C900.2700: 1149 161.7

Constant Voltage power supply

PWM Dimming DALI Dimming 0/1-10V Dimming

TL15-24V-2835-120-DW
24V DC

10w

PWM

SMD2835
120pcs
2200-6500K
12LEDS
3.93/1ocm
32.8'/1om
Dia12cm

PVC or Silicone
P68

Dia12cm

120°

Yes
Horizontally

DMX Dimming
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Restaurant, France, TL15 3000K
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TL15 Multi Color Series Flexible Strip

Available Colors

01 Model :

Operating volts :
Power per Meter :
Working Mode:
LED Type:

LED Qty/meter:
Available Colors:
Min. Cutting Unit:
Min Cutting Length:
Max Length:

Min Bending:

02 Model :

Operating volts :
Power per Meter :

Working Mode:
LED Type:

LED Qty/meter:
Available Colors:
Min. Cutting Unit:
Min Cutting Length:
Max Length:

Min Bending :

TL15-24V-5050-60-RGB

24V DC
12W

PWM
SMD5050
60pcs
RGB

BLEDs
3.93'/1ocm
32.8/10m
Dia 12cm

TU5-24v-5050-72-ReB 24v ()3

DC
15W

PWM
SMD5050
72pcs

RGB

BLEDS
3.28/8.33cm
32.8/10m
Dia12cm

Model :

Operating volts :
Power per Meter :

Working Mode:
LED Type:

LED Qty/meter:
Available Colors:
Min. Cutting Unit:
Min Cutting Length:
Max Length:

Min Bending:

0o

TL15-24V-5050-60-RGBW Control System

24V DC
15W

PWM
SMD5050
60pcs
RGBW
BLEDS
3.93/1ocm
32.8'/1om
Dia 12cm

DMX Decoder

Constant Voltage power supply PWM Controller DMX Controller IP67 Power Repeter
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Restaurant, USA, TL15 RGB

Swimming Pool, Italy, TL15 RGB



TL15 Dynamic Pixel Series Flexible Strip

01 Model :

Operating volts :
Power per Meter :

Working Mode:
LED Type:

LED Qty/meter:
Available Color:
Min. Cutting Unit:
Min Cutting Length:
Max Length:

Min Bending :
Pixel Qty :
Channel Qty :

02 Model :

Operating volts :
Power per Meter :

Working Mode:
LED Type:

LED Qty/meter:
Available Color:
Min. Cutting Unit:
Min Cutting Length:
Max Length:

Min Bending :

Pixel Qty :

Channel Qty :

04 Model :

Operating volts :
Power per Meter :
Working Mode:
LED Type:

LED Qty/meter:
Available Color:
Min. Cutting Unit:
Min Cutting Length:
Max Length:

Min Bending :
Pixel Qty :
Channel Qty :

TL15-24V-5050-56-RGB-DMX

24V DC
12w

DMX (UCS512B3)
SMD5050
56pcs

RGB

7LEDs

492’ 125cm
49.2/15m
Dia12cm

8 Pixels/m

24 Channels/m

TL15-24V-5050-56-DW-DMX
24V DC

oW

DMX (UCS512B3)
SMD5050

56pcs
2200-6500K
7LEDs

492’ 125cm
49.21'15m
Dia12cm

8 Pixels/m

24 Channels/m

TL15-24V-5050-56-RGBW-SPI

24V DC

15W

SPI (UCS8904)
SMD5050
56pcs

RGBW (2200-6500K)
7LEDs
492'125cm
49.2115m
Dia12cm

8 Pixels/m

32 Channels/m

03 Model :

Operating volts :

Power per Meter :
Working Mode:
LED Type:

LED Qty/meter:
Available Color:
Min. Cutting Unit:
Min Cutting Length:
Max Length:

Min Bending :
Pixel Qty :
Channel Qty :

05 Model :

Operating volts :
Power per Meter :
Working Mode:

LED Type:

LED Qty/meter:
Available CT:

Min. Cutting Unit:
Min Cutting Length:
Max Length:

Min Bending :

Pixel Qty :

Channel Qty :

TL15-24V-5050-70-RGB-SPI
24V DC

15W

sPI (UCS8903)
SMD5050
70pcs

RGB

7LEDs
3.93'/1ocm
49.2115m
Dia12cm

10 Pixels/m

30 Channels/m

TL15-24V-5050-70-RGB-DMX
24V DC

1BW

DMX (UCS512C3) SMD5050
70pcs

RGB

7LEDs

3.93/1ocm

492115m

Dia12cm

10 Pixels/m

30 Channels/m

Control System

"l 2

SPI & DMX Offline controller

Constant Voltage power supply SPI & DMX Online controller

Available Colors

LED Remote controller SPI Controller
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TL21 SERIES

Dome Shape
270° Beam Angle
Horizontal Bending

c E g ONE BIN ONLY
¢ us COLOR CONSISTENCY
LISTED ROHS TODAY AND TOMORROW




TL21 Series
LED Neon Flex Solution

Available CCT/Colors

Mold Injection Connectors

T- LUCE

Direct cable output Side cable output

DIY Connectors

Bottom cable output

IP68 End cap

Direct cable output Bottom cable output IP67 End cap

Mounting

TL21SO1-S TLI5ADO1-S TLISHOI-S TL5501 TLI5FLX TL-AB-S2830C2 TLI5VOI-S
Package

4 NI |
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TL21 Mono Color Series Flexible Strip

Working Voltage: 24V DC/36V DC/12V DC
Available CCT: 2200-6500K
Available Colors: R/Y/G/B/LY

Red 620-630nm
B Green 520-530nm

Blue 465-475nm
B Amber 585-595nm

Orange 600-610nm
H 200K 2238 + 102K
B 2500K 2460 + 120K
H  2700K 2725 + 145K
B 3000K 3045 + 175K
B 3500K 3465 + 245K
B 4000K 3985 + 275K
B 4500K 4503 + 243K
H  5000K 5029 + 283K
Bl 5700K 5669 + 355K
H  6500K 6532 + 510K

Photometric
AVERAGE BEAM ANGLE(50%):116.7 DEG

+180

Unit:cd

CPlane  [50%MaxAng.][10%MaxAng.]
C1350 3150: 1130 1624
0 1113 1626

€00 1800 : Y
€900.2700: 1149 1617

01 Model :

Power per Meter :
Available CT :

Available Colors

Min. Cutting Unit :

Min Cutting Length :

Max Length Single Feed :
Max Length Double Feed :
Min.Bending :

03 Model :

Power per Meter :
Available CT :

Available Colors :

Min. Cutting Unit :

Min Cutting Length :

Max Length Single Feed :
Max Length Double Feed :
Min.Bending :

05 Model :

Power per Meter :
Available CT :

Available Colors :

Min. Cutting Unit :

Min Cutting Length :

Max Length Single Feed :
Max Length Double Feed :
Min.Bending :

POWER & DIM

Constant Voltage power supply

TL21-2-5050-2

15W
2200-6500K

. G/B/LY

6LEDS
3.28°/8.33cm
32.8/10m
65.62'/20m
Dia 12cm

TL21-2-2835-7

2-CC 10W
2200-6500K
G/B

BLEDS
3.28'/8.33cm
49.21/15m
9843/30m
Dia 12cm

TL21-2-52- 2
5W
2200-6500K
R/Y/G/B
12LEDs
6.56’/16.67cm
49.2715m
98.43'/30m
Dia 12cm

PWM Dimming

DALI Dimming

02 Model :

Power per Meter :
Available CT :

Available Colors

Min. Cutting Unit :

Min Cutting Length :

Max Length Single Feed :
Max Length Double Feed :
Min.Bending :

04 Model :

Power per Meter :
Available CT :

Available Colors :

Min. Cutting Unit :

Min Cutting Length :

Max Length Single Feed :
Max Length Double Feed :
Min.Bending :

06 Model :

Power per Meter :
Available CT :

Available Colors :

Min. Cutting Unit :

Min Cutting Length :

Max Length Single Feed :
Max Length Double Feed :
Min.Bending :

TL21-2-5050-60

12W
2200-6500K

- RIY/G/B/LY

BLEDS/10LEDs
10cm/16.67cm
32.8'/1om
65.62'/20m
Dia 12cm

TL21-6-5050-60

12W
2200-6500K
G/B/LY
10LEDs
6.56'/16.67cm
4921 15m
98.43'/30m
Dia 12cm

TL21-12-52-2
5W
2200-6500K
R/Y/G/B
BLEDs
3.28'/8.33cm
16.4'/5m
32.8'/10m

Dia 12cm

0/1-10V Dimming

LUCE

DMX Dimming
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University, Mexico, TL21A

Luxury Hotel, South Africa, TL21A

Restaurant, Azerbaijan, S21A




TL21 Tunable White Flexible Stripp

Working Voltage: 24V DC
Available CCT: 2200-5700K

LUCE

CCT CCT Wavelength

2238 + 102K--2725 + 145K

2725 + 145K--2725 + 145K
3045 + 175K--2725 + 145K

B E 2200K+5700K

BB 2700K+5700K
B B 3000K+5700K

Photometric
AVERAGE BEAM ANGLE(50%):116.7 DEG

+180

30 Unit:cd

CPlane  [50%MaxAng.][10%MaxAng.]
113, 1624

€135.0_315.0:
€0.0_180.0 1113 162.6
€90.0 270.0: 1149 1617

01 Model

Operating volts :
Power per Meter :

Working Mode :
LED Type :

LED Qty/meter :
Available CT :

Min. Cutting Unit :
Min Cutting Length :
Max Length :

Min Bending :

Material :
Protection Rating :
Min. Bending :
Beam Angle :
Dimmable :
Bending Direction :

TL21-24V-2835-120-DW
24V DC

10w

PWM

SMD2835

120pcs

2200-6500K POWER & DIM
12LEDS
3.93’/10cm
32.8'/10m
Dia 12cm
Eco PVC
IP68
Dia12cm
270°

Yes
Horizontally Constant Voltage power supply PWM Dimming DALI Dimming

=TT

0/1-10V Dimming DMX Dimming
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TL21 Multi Color Series Flexible Strip

43

01 Model :

Operating volts :

Power per Meter :

Working Mode :
LED Type :

LED Qty/meter :
Available Color :
Min. Cutting Unit :
Min Cutting Length :
Max Length :

Min Bending :

02 Model :

Operating volts :
Power per Meter :
Working Mode :
LED Type :

LED Qty/meter :
Available Color :
Min. Cutting Unit :
Min Cutting Length :
Max Length :

Min Bending :

Available Colors

0o

TL21-24V-5050-60-RGB
24V DC
12w

PWM
SMD5050
60pcs
RGB
6LEDs
3.93/1ocm
32.8'/10m
Dia 12cm

TL21-24V-5050-72-RGB
24V DC

15W

PWM
SMD5050
72pcs

RGB

6LEDs
3.28'/8.33cm
32.8/10m
Dia 12cm

03

Model :

Operating volts :
Power per Meter :

Working Mode :
LED Type :

LED Qty/meter :
Available Color :
Min. Cutting Unit :
Min Cutting Length :
Max Length :

Min Bending :

TL21-24V-5050-60-RGBW
24V DC

15W

PWM

SMD5050

60pcs
RGBW(2200-6500K)
BLEDS

3.93'/10cm
32.8'/1om

Dia 12cm

Control System

Constant Voltage power supply

PWM Controller

DMX Controller

DMX Decoder

IP67 Power Repeter

44
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Office building, Hong Kong, TL21 RGBW

USA, TL21 RGBW




TL21 Dynamic Pixel Series Flexible Strip

01 Model :

Operating volts :
Power per Meter :
Working Mode :
LED Type :

LED Qty/meter :
Available Color :
Min. Cutting Unit :
Min Cutting Length :
Max Length :

Min Bending :
Pixel Qty :
Channel Qty :

02 Model :

Operating volts :
Power per Meter :
Working Mode :
LED Type :

LED Qty/meter :
Available Color :
Min. Cutting Unit :
Min Cutting Length :
Max Length :

Min Bending :
Pixel Qty :
Channel Qty :

03 Model :

Operating volts :
Power per Meter :
Working Mode :
LED Type :

LED Qty/meter :
Available Color :
Min. Cutting Unit :
Min Cutting Length :
Max Length :

Min Bending :
Pixel Qty :
Channel Qty :

04 Model :

Operating volts :
Power per Meter :
Working Mode :
LED Type :

LED Qty/meter :
Available Color :
Min. Cutting Unit :
Min Cutting Length :
Max Length :

Min Bending :
Pixel Qty :
Channel Qty :

TL21-24V-5050-56-RGB-DMX
24V DC

12w

DMX (UCS512B3)
SMD5050
56pcs

RGB

7LEDs

492’ 12.5cm
49.2'15m
Dia12cm

8 Pixels/m

24 Channels/m

TL21-24V-5050-56-DW-DMX
24V DC

ow

DMX (UCS512B3)
SMD5050

56pcs
2200-6500K
7LEDs
492'125cm
49.2'15m
Dia12cm

8 Pixels/m

24 Channels/m

TL21-24V-5050-70-RGB-SPI
24V DC

1B5W

sPI (UCS8903)
SMD5050
70pcs

RGB

7LEDs
3.93'/1ocm
49.2'/15m

Dia 12cm

10 Pixels/m

30 Channels/m

TL21-24V-5050-56-RGBW-SPI
24V DC

15W

sPI (UCS8904)
SMD5050

56pcs

RGBW (2200-6500K)
7LEDs

492’ 125cm
49.2:15m

Dia12cm

8 Pixels/m

32 Channels/m

05 Model :

Operating volts :
Power per Meter :
Working Mode :
LED Type :

LED Qty/meter :
Available CT :
Min. Cutting Unit :
Min Cutting Length :
Max Length :

Min Bending :
Pixel Qty :
Channel Qty :

TL21-24V-5050-70-RGB-DMX
24V DC

1BW

DMX (UCS512C3)
SMD5050

70pcs

RGB

7LEDs

3.93/1ocm
49.2'15m
Dia12cm

10 Pixels/m

30 Channels/m

Control System

Constant Voltage power supply

SPI & DMX Offline controller

SPI & DMX Online controller

LED Remote controller

Available Colors

>~ .

SPI Controller
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Global Village Stadium, TL21 DMX

Shopping Mall, Turkey, TL21 DMX 1200M
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TL16 SERIES

Flat Shape
120° Beam Angle
Vertical Bending

c € g ONE BIN ONLY
Cc us COLOR CONSISTENCY
LISTED Ro Hs TODAY AND TOMORROW
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Mold Injection Connectors

Direct cable output Side cable output Bottom cable output IP68 End cap Bottom cable output

DIY Connectors

Direct cable output IP67 End cap
TL16 Series
. Mounting
LED Neon Flex Solution
TLI6SO01-S TL1I6S02-S TLIBADOT-S TLI6HO1-S TL16S01-05 TLIBFLX TL-AB-S2830C2
Package
Available CCT/Colors )
% ﬂf//% I
B @ 4 \@0 i |
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TL16 Mono Color Series Flexible Strip

Working Voltage: 24V DC
Available CCT: 2200-6500K
Available Colors: R/Y/G/B/LY

Color/CCT CCT Wavelength

Red 620-630nm
W Green 520-530nm

Blue 465-475nm
W Amber 585-595nm
B Orange 600-610nm
H 2200K 2238 + 102K
B 2500K 2460 + 120K
B 2700K 2725 + 145K
B 3000K 3045 + 175K
B 3500K 3465 + 245K
B 4000K 3985 + 275K
B 4500K 4503 + 243K
B 5000K 5029 + 283K
B 5700K 5669 + 355K
B 6500K 6532 + 510K

Photometric
AVERAGE BEAM ANGLE(50%):116.7 DEG

+180

CPlane [50%MaxAng.][10%MaxAng.]
€135.0_315.0: 162.4
€0.0_180.0 :

) 180.0 : 1113 162.6
—— €90.0.270.0: 1149 161.7

01 Model :

Operating volts :

Power per Meter :

Working Mode :

LED Type :

LED Qty/meter :
Available CT :

Available Colors :

Min. Cutting Unit :

Min Cutting Length :
Max Length Single Feed :

Min Bending :
Bending Direction :

03 Model :

Operating volts :
Power per Meter :

Working Mode :

LED Type :

LED Qty/meter :
Available CT :

Available Colors :

Min. Cutting Unit :

Min Cutting Length :
Max Length Single Feed :

Min Bending :

Bending Direction :

POWER & DIM

Constant Voltage power supply PWM Dimming

TL16-24V-3528-144
24V DC

10w

cv

SMD3528
144pcs
2200-6500K
R/Y/G/B/LY
12LEDs
3.28°/8.33cm
32.8/10m
Dia12cm
Vertically

TL16-24V-2835-120
24V DC

ow

Cv
SMD2835
120pcs
2200-6500K
R/Y/G/B/A
12LEDs
3.93/10cm
32.8/1om
Dia12cm
Vertically

DALI Dimming

02 Model :

Operating volts :
Power per Meter :

Working Mode :

LED Type :

LED Qty/meter :
Available CT :

Available Colors :

Min. Cutting Unit :

Min Cutting Length :
Max Length Single Feed :

Min Bending :
Bending Direction :

04 Model :

Operating volts :
Power per Meter :

Working Mode :

LED Type :

LED Qty/meter :
Available CT :

Available Colors :

Min. Cutting Unit :

Min Cutting Length :
Max Length Single Feed :

Min Bending :
Bending Direction :

TL16-24V-3528-120
24V DC

oW

cVv
SMD3528
120pcs
2200-6500K
R/Y/G/B/LY
12LEDs
3.93’/1ocm
32.8'/1om
Dia12cm
Vertically

TL16-24V-2835-120-CC
24V DC

10W

Built-in Constant Current IC
SMD2835

120pcs

2200-6500K

G/B

6LEDs

1.96°/5cm

49.2115m

Dia12cm

Vertically

0/1-10V Dimming DMX Dimming
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Shopping mall, Thailand, T16A 1600M

Genting Highlands, Malaysia, TL16A 2000M

‘
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Hotel, Turkey, TL16A




TL16 Multi Color Series Flexible Strip

01 Model :

Operating volts :
Power per Meter :

Working Mode :

LED Type :

LED Qty/meter :
Available Color :

Min. Cutting Unit :

Min Cutting Length :
Max Length Single Feed :

Material :
Protection Rating :
Min Bending :
Beam Angle :
Bending Direction :

TL16-24V-5050-60-RGBW
24V DC 12W

PWM

SMD5050

60pcs

RGBW

6LEDs
3.93"/1ocm
32.8/1o0m

PVC or Silicone
IP68

Dia 12cm

120°

Vertically

02 Model :

Operating volts :
Power per Meter :

Working Mode :

LED Type :

LED Qty/meter :
Available Color :

Min. Cutting Unit :

Min Cutting Length :
Max Length Single Feed :

Material :
Protection Rating :
Min Bending :
Beam Angle :
Bending Direction :

TL16-24V-5050-72-RGB
24V DC

15W

PWM

SMD5050

72pcs

RGB

B6LEDs

3.28°/8.33cm
32.8/10m

PVC or Silicone IP68
Dia 12cm

120°

Vertically

Available Colors

vy

Control System

IP67 Power Repeter

Constant Voltage power supply PWM Controller DMX Controller DMX Decoder
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Restaurant Denmark, TL16 RGB

Dublin Docks, TL16 RGB



TL16 Dynamic Pixel Series Flexible Strip

01 Model :

Operating volts :
Power per Meter :

Working Mode :

LED Type :

LED Qty/meter :

Color :

Min. Cutting Unit :

Min Cutting Length :

Max Length Single Feed :
Max Length Double Feed :

Material :
Protection Rating :
Min Bending :
Beam Angle :
Dimmable :
Bending Direction :

TL16-24V-5050-56-RGB-DMX
24V DC

12w

DMX (UCS512B3)
SMD5050

56pcs

RGB

7LEDs

492’ 12.5cm
22.96°/7m
49.21/15m

PVC or Silicone
P68

Dia12cm

120°

\CH

Vertically

02 Model :

Operating volts :

Power per Meter :
Working Mode :

LED Type :

LED Qty/meter :

Color :

Min. Cutting Unit :

Min Cutting Length :

Max Length Single Feed :
Max Length Double Feed :

Material :
Protection Rating :
Min Bending :
Beam Angle :
Dimmable :
Bending Direction :

TL16-24V-5050-56-RGBW-SPI
24V DC

15W

SPI (UCS8904)
SMD5050

56pcs
RGB(2200K-6500K)
7LEDs

492'125cm
22.96'[7Tm
49.21/15m

PVC or Silicone
IP68

Dia12cm

120°

Yes

Vertically

Control System

Constant Voltage power supply

SPI & DMX Offline controller

SPI & DMX Online controller

Available Colors

LED Remote controller

i I -

SPI Controller
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Square, Singapore, TL16 DMX 800M
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TL10 SERIES

Flat Shape
120° Beam Angle
Vertical Bending

c € g ONE BIN ONLY
¢ us COLOR CONSISTENCY
LISTED ROHS TODAY AND TOMORROW
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Mold Injection Connectors

Direct cable output Side cable output Bottom cable output IP68 End cap
Mounting
TLIO Series
LED Neon Flex Solution
TLI0SO1-S TL-AB-S2830C2
Package

Available CCT
TS




TL1I0 Mono Color Series Flexible Strip

Working Voltage: 24V DC
Available CCT: 2200-6500K
Available Colors: R/Y/G/B/LY

Model :
Operating volts :
Power per Meter :
Working Mode :
LED Type :

LED Qty/meter :
Available CT :
Available Colors :
Min. Cutting Unit :
Min. Cutting Length :

Max Length Single Feed :
Max Length Double Feed :
Material :
Protection Rating :
Min. Bending :
Beam angle :
Dimmable :

01

Photometric
AVERAGE BEAM ANGLE(50%):116.7 DEG

CCT Wavelength
620-630nm

Color/CCT

Red

= Slreen iggi;ggg 1e0 Bending Direction :
ue =
B Amber 585-595nm
Orange 600-610nm
B 2200K 2238 + 102K POWER & DIM
B 2500K 2460 + 120K
H 2700K 2725 + 145K
H 3000K 3045 + 175K
H 3500K 3465 + 245K
B 4000K 3985 + 275K
B 4500K 4503 + 243K 0 Unit:cd
ST e o5 O
=2 2o smmel N5 i

Constant Voltage power supply PWM Dimming DALI Dimming 0/1-10V Dimming

LUCE

TL10-24V-2835-144
24V DC

1ow

cV
SMD2835
144pcs
2200-6500K
R/Y/G/B/LY
12LEDs
3.28"/8.33cm
32.8/1om
65.62//20m
ECOPVC
IP68

Dia 8cm
120°

YES
Vertically

DMX Dimming
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Rabea Mosque, Dubai, TL10A

Signboard decoration, Mexico, TL10A
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TL17 SERIES

Flat Shape
120° Beam Angle
Horizontal Bending

c € @ g ONE BIN ONLY
C\FL/Us COLOR CONSISTENCY
LISTED ROHS TODAY AND TOMORROW




TL17 Series
LED Neon Flex Solution

Available CCT
TS

Mold Injection Connectors

T- LUCE

Direct cable output Side cable output Bottom cable output IP68 End cap

Mounting

TLI6SO1-S TLIBADOI-S TLIBHO1-S TL16S01-05 TLIBFLX TL-AB-S2830C2
Package
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TL17 Mono Color Series Flexible Strip

Working Voltage: 24V DC
Available CCT: 2200-6500K
Available Colors: R/Y/G/B/LY
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01 Model :

TL17-24V-2835-144

Operating volts : 24V DC
Lof e Power per Meter : 10W
F - Working Mode : cV
LED Type : SMD2835
LED Qty/meter : 144pcs
2 Available CT : 2200-6500K
Available Colors : R/Y/G/B/LY
a Min. Cutting Unit : 12LEDs
Min. Cutting Length : 3.28'/8.33cm
Max Length Single Feed : 32.8'/10m
Max Length Double Feed : 65.62'/20m
Material : ECO PVC
Protection Rating : IP68
Color/CCT CCT Wavelength . Min. Bending : Dia 12cm
Red 620-630nm Photometric Beam angle : 120°
M Green 520-530nm AVERAGE BEAM ANGLE(50%):116.7 DEG Dimmable : YES
Blue 465-475nm ™ Bending Direction : Horizontal
B Amber 585-595nm =
Orange 600-610nm
B 2200K 2238 + 102K POWER & DIM
B 2500K 2460 + 120K
H 2700K 2725 £ 145K
B 3000K 3045 £ 175K
B 3500K 3465 + 245K
B 4000K 3985 + 275K
B 4500K 4503 + 243K
B 5000K 5029 + 283K
B 5700K 5669 + 355K CPlane  [50%MaxAng.][10%MaxAng.]
= s G532 2 510K il W - ~
Constant Voltage power supply 0/1-10V Dimming

DMX Dimming _—




TLO9 SERIES

Flat Shape
120° Beam Angle
Horizontal Bending

c € g ONE BIN ONLY
H us COLOR CONSISTENCY
RoOHS TODAY AND TOMORROW

LISTED




TLO9O Series

LD Neon Flex Solution

Available CCT
TS

Connectors

Direct cable output Side cable output

Mounting

TLO9SOI-S

Package

\
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&4

Bottom cable output




TLO9 Mono Color Series Flexible Strip

Working Voltage: 24V DC
Available CCT: 2200-6500K
Available Colors: R/Y/G/B/LY

Color/CCT CCT Wavelength

Red 620-630nm
B Green 520-530nm
Blue 465-475nm -
B Amber 585-595nm P
Orange 600-610nm . - &a’
B 2200K 2238 + 102K - — - X - S 3
B 2500K 2460 = 120K ~ - ®., _— o : — -
B 2700K 2725 + 145K - - = T e O - :
B 3000K 3045 + 175K . e e T — : e, e P -
B 3500K 3465 + 245K A _.--";__- . - = - - < — e — >
B 4000K 3985 + 275K : . - - 3 = _ o o iy g
B 4500K 4503 + 243K o ‘_-_-f':" Pt P s o — 01 O:péraufn,\g%g%‘: 7 ;g4v'2835'70
: e 2029 + 283K & /_.4,4- . ~~ Power per Meter : 5BW -
5700K 5669 + 355K - _ L : =Y Wotking Modet OV
B 6500K 6532 + 510K P LED Type . SMD2835
T > LED Qty/meter : 70pcs
3 - c Available CT : 2200-6500K
/ P - Available Colors : R/Y/G/B/LY
- Min. Cutting Unit : 7LEDs
oy Min. Cutting Length : 10cm
Max Length Single Feed : 19.68'/6m
> Max Length Double Feed : 39.37'/12m
. Material : ECO PVC
Protection Rating : 1P44
/ Min. Bending : Dia 8cm
/ Beam angle : 120°
4 Dimmable : YES

Photomet.ric’ Bending Direction : Horizontal

AVERAGE BEAM ANGLE(50%):116.7 DEG

+180

POWER & DIM

CPlane [50%MaxAng.][10%MaxAng.]
C135.0 3150 130 1624
€00 1800 : 113 1626
€90.0 270.0: 1149 161.7

Constant Voltage power supply PWM Dimming DALI Dimming 0/1-10V Dimming DMX Dimming




Jverview
Accessories



PWM Control

Designed for different application with optional transformer and controller

LED Constant Voltage Dimmer (K1+T1)

Input voltage : DC12V-24V

Max current load : 4Ax3CH MAX 12A

Optional output frequency : 05K, 1K, 2K, 4K, 8K
Grey Scale Level : 2048Levelsx3

Dimming Range : 1%-100%

Max Output Power : 144W(12V)/288W (24V)

Working Temperature : -20°C ~55°C

LED Dimmer ( TL-311RF)

Product Model : BC-311RF

Input Voltage : DC12V-DC24V

Max current load : 8A/CHx3

Max output power : 290W(12V)/580W(24V)
Scale level : 4096 |evelsx3

Constant Voltage RGBW Controller ( TL-354 )

Input Voltage : DC12V-DC24V
Output current : 5A/ACH

Output power : 240W(12V)/480W(24V)
Scale levels : 4096 level 4

Mode : 37modes

Speed level : 16 levels

Brightness level : 16 levels

Remote control distance : 30m with obstacle, 60m without obstacle

Constant Voltage RGB Controller ( TL-380-8A)

Input Voltage: : DC5V-DC36V
Max load current : 8A/CHx3

Max load power : 120W(5V)290W(12V)580W (24V)865W(36V)
Changing mode : 12 built-in modes, 6 customize modes

Scale level : 4096 steps per RGB

Static dimming : mixing up 4096 colors

Remote Control Distance : 10m without obstacle
Control type : Common Anode

IP67 Power Repeater ( TL-SA-07 )

Input voltage: 24V

Max load current: 8A/CHx3

Max output power: 360W (24V)

Used to extend RGB LED neon flex in one controller

RGB Touch Panel Controller ( TL-13-1)

Input Voltage: : 12-24VDC
Input current : 125A

Output voltage : 4 x (12-24)VDC
Output current : 4CH,3A/CH
Output power : 144-288W
Output type : Constant voltage

Dimensions : L86xW86xH51 (mm)
Weight(G.W) : 130g

Dimensions : L165xW56xH36(mm)
Weight(G.W) : 160g

Dimensions : L176 X W46 X H30(mm)
Weight(NW) : 210g

Dimensions : L142xW73xH30(mm)
Weight(G.W) : 4159

Dimensions :  L142xW73xH30(mm)
IP rating : P67

Dimensions : L86xW86xH35(mm)
IP rating : 1P20

0-10V Control

LED Signal Dimmer ( TL-M-010V )

Input Voltage : AC85-265V

Output Voltage : AC85-265V

Max Output Current : 10A

Max output signal current : 20mA / 40mA

Output Signal : 0/1-10V Analog Signal / PWM5V Signal / PWM10V

Signal
Woking Temp : -30°C-55°C

LED Signal Dimmer ( TL-010V )

Input Voltage : AC85-265V

Output Voltage : AC85-265V

Max Output Current : 10A

Max output signal current : 20mA / 40mA

Output Signal : 0/1-10V Analog Signalx2CH / PWM5V Signalx2CH /

PWM10V Signalx2CH
Woking Temp : -20°C-55°C

0/1-10V Dimming Driver ( TL-331-10A)

Input Voltage : DC12V-DC24V

Max Current : 10A/CH x 1CH

Input Signal : 0/1-10V or PUSH DIM
Output Signal : Constant Voltage PWM
Max Output Power : 120W(12V)/240W(24V)

LED Intelligent Driver ( TL-150-12/24-F1M1)

Dimming Interface : 0-10V (1-10V/10V PWM/RX), Push Dim

Output Voltage : 12VDC / 24VDC

Output Current : Max. 125A / Max. 6.25A
Output Power Range : 0~150W

Input Voltage : 100-240Vac

Input Current : 115Vac<1.95A, 230Vac<0.8A
Working Temperature : ta: -30°C ~ 60°C tc: 85°C

0-10V Dimmer ( TL-610P)

Input Voltage: : 100~240Vac, 50-60Hz
Switching Power : 90~250Vac, 5A
Output : 0~10V Max. 50mA

Anti surge : <100A / 10msec
Working Temp : -10°C~35°C

0/1-10V Dimming Driver ( TL-331-DIN )

Input voltage : DC12V-DC24V

Output current : 18A x1CH

Output Power : 216W(12V) /432W(24V)

Input Signal : 0/1-10V PUSH DIM

Output Signal : Constant Voltage PWM

Output Frequency : 05K, 1K, 2K, 4KHz selectable

T- LUCE

a= (1 1]
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Dimensions :  L135xW30xH20(mm)
Weight(G.W) : 48g

Dimensions : L86xW86xH36(mm)
Weight(G.W) : 190g

Dimensions : L176xW46xH30(mm)
Weight(G.W) : 130g

Dimensions :  L273xW57xH37(mm)
Weight(G.W) : 790g+10g

Dimensions : L86xW86xH50(mm)
Weight(G.W) : 220g

Dimensions : L111xW46xH66(mm)
Weight(G.W) : 106g



DALI Control

4CH DALI Dimming Driver ( TL-344-LED )

Inputvoltage : DC12V-24V

Load Current : 6Ax4CH Max 24A

Max Qutput Power : 288W/576\W(12V/24V)
Working Temperature : -20°C ~55°C

3CH DALI Dimming Driver ( TL-343-LED)

Inputvoltage : DC12V-DC24V

Output current : 3CHx5A
OutputPower : 180W(12V)/360W(24V)
Input Signal : DALI Dimming signal

1CH DALI Dimming Driver ( TL-341-LED )

Input voltage : DC12V-DC24V
Output current : TCHx10A

Output Power : 120W(12V)/240W (24V)
Input Signal : DALI Dimming signal

LED Intelligent Driver ( TL-150-12/24-F1M1)

Dimming interface: : DALI (IEC62386), Push DIM
Input Voltage : 100-240V AC

Input Current : 115V AC<1.95A, 230V AC<0.8A
Output Voltage : 12V DC / 24V DC

Output Current : Max. 125A / Max. 6.25A

Output Power : Max. 150W

Output Power Range : 0~150W

Dimming Range: : 0~100%, dimming depth: Max. 0.1%

DALI Bus Power supply ( TL-PS-DIN )

Input Voltage Range : 100-240V AC

Frequency : 50/60Hz

AC Current (typ.) : <009A(AT 115V AC), <0.05A(AT 230V AC)
Inrush Current(typ.) : Cold start 10A at 230V AC

Leakage Current : <0.5mA/230V AC

Rated Current : 200mA

Operating Voltage : 15V DC

Max Rated Power : 3W

Working Temp. : -30°C ~ 55°C

DALI touch panel

Power supply : DALI power

Output signal : DALI

Static current : 6mA@16V

Standby current : 4mA@ 16V

Working temperature : -30°C~55°C

Dimming key : EDAT: 1CH control
EDA2: 2CH control
EDA4: 4CH control
EDA3: 3CH control

Dimensions :  L111xW46xH66(mm)
Weight(G.W) : 1229

Dimensions : L176xW46xH30(mm)
Weight(G.W) : 160g

Dimensions : L176 X W46 X H30(mm)
Weight(N.W) : 160g

Dimensions : L273xW57xH37(mm)
Weight(G.W,) : 790g+10g

Dimensions :  L115xW35xH67(mm)
Weight(G.W) : 115g+10g

Dimensions : L86xW86xH37(mm)
Weight(G.W) : 200g

DMX Control

DIN Rail DMX512 Constant Voltage Decoder ( TL-834-DIN )

InputVoltage : DC12V-24V

OutputCurrent : 10Ax1CH/ 8Ax3CH/ 6Ax4CH/5Ax5CH

OutputPower : T20W/240W(12V/24V)/ 288W/576W(12V/24V)
300W/600W(12V/24V)

Grey Scale : 4096x1/3/4/5

InputSignal : DMX512/1990Output Signal : Constant Voltage PWM

Decode Channel : 1CH/3CH/4CH/5CH
DMX512 Socket : Terminal Block/RJ45

Constant Voltage DMX512 Decoder ( TL-853)

InputVoltage : DC12V-DC24V

Max load current : 6Ax3CH

Max Output Power : 72Wx3CH(12V)/144Wx3CH(24V)
Grey Scale : 4096 |evels x3

InputSignal : DMX512/1990

Output Signal : Constant Current PWMx3
Decode Channel : 3CH

Waterproof DMX-PWM Decoder ( T.L-DMX-V003 )

Inputsignal : DMX512/1990

Inputvoltage : DC5V ~DC24V

Max load current : 5A x3CH(RGB)
Maxoutputpower : 360W

Waterproof rating : IP65

Used to have DMX function of RGB LED neon flex

DMX512 Constant Voltage Decoder ( TL-831)

Input Voltage : DC12V-DC24V

Maxload current : TCHx10AMax Output Power : 120W(12V)/240W(24V)

Grey Scale : 4096 levels x1

InputSignal : DMX512/1990 Output Signal : Constant Voltage PWM

Decode Channel : 1CH
DMX512 socket : Terminal Block

DMX Live control and Stand Alone controller ( TL-U9)

OS Requirement : Mac OSx 10.6/10.7/10.8 - Windows
XP /VISTA/SEVEN /8 32/64 bits and USB 2.0
Connections : XLR3, mini USB, 1 HE10

Power : Power From 5V to 5.5V DC (AC/DC adapter in option, ref:

POWERT1_EU)
Use : Environment P20 Temperature 0°C to 50°C

Buttons : 2 buttons to change scene (previous/next) + 1 button

to change dimmer

MADRIX-01

Power Supply : External, AC 100 V — 240 V ~ 50/60 Hz input

Power Consumption : 2.5 W max. (500 mA max.)
USB : USB 2.0, type B port, Power over USB
DMX512 : 2x512DMX channels, inputoroutput
DMX512 Ports : 5-pin, XLR, female, NEUTRIK
Extension Port : 15-pin, D-Sub, US, female

SD Card Slot : SD (2 GB max.) and SDHC cards (32 GB max.) suppo

rted Handling : 5 control buttons

LED WiFi Controller ( TL-WiFi-101-DMX4 )

InputVoltage : 12 ~ 24V DC

Output : DMX512, 512CH

Protocol : 24GHz Wi-Fi, 802.11b/g/n
Working Temperature : -30 °C ~ 55 °C

T- LUCE

a= aes
DisPLAY: 3= 988

Dimensions :  L111xW46xH66(mm)
Weight(G.W.) :  138g

Dimensions :  L157xW65xH40(mm)
Weight(G.W) : 450g

Dimensions :  L130xW50xH24(mm)
Weight(G.W) : 500g

Dimensions : L176xW46xH30(mm)
Weight(G.W) : 170g

Dimensions : L140xW135xH50(mm)
Weight(G.W) : 290g

Dimensions :  L154xW111xH45(mm)
Weight(G.W) : 5009

Dimensions :  L125 x W33 x H20(mm)
Weight(G.W,) : 70g



SPI Control

#*r

é

MADRIX-02

Power Supply : DC 5V - 24V, A) via 2-pin screw terminal (12 A max.)
Power Consumption : < 1.5 W during normal operation (300 mA max.)
USB : USB 20, type B port

Data Output : 8x 512 channels SPI TTL (Maximum output per port:
680 RGB LEDs /512 RGBW LEDs / 2048 1-channel LEDs)

Ports : 2x ports (via 2x 4-pin screw terminals)

Ethemet : 2x RJ45, Auto MDI-X, 10/100 MBit/s(compatible with 1 GBit/s)

SPl to DMX Decoder ( TL-802)

Input Voltage : DC5V-DC24V

Input Signal : DMX512/1990

Output Signal : PWM

Decode Channel : 512

Control LED QTY : 170 / 128 Pixels

DMX Socket : Standard XLR-3, RJ45 port
Compatible IC: UCS8903, UCS8904

TL-500K Controller

Opearting with PC, If working stand alone, TJZK-V2 as master control
is required.

8 outports , each outport can take 512 pixels

Controllers can connect and work together

Output Signal : SPI (TTL) and DMX512

Input Voltage : AC110V-240V

Software : Led Player

TL-400K Controller

Working with TJZK-V2 only, as slave controller
8 outports , each outport can take 512 pixels
Controllers can connect and work together
Output Signal : SPI (TTL) and DMX512

Input Voltage : AC110V-240V

Power : 3W

DMX or SPI Signal Amplifer ( TL-SA-06/TL-SA-08 )

Signal Input:  SPI/DMX

Signal Output: SPI/DMX

Input Voltage : DC24V

Weight : 0.35Kg

Protection Rating: IP67

Used when connecting with SPI Controller

TL-8000C Controller

Working mode : SD card and 32 built-in programs
The controller can work with 16 files

8 outports , each outport can take 512 pixels
Controllers can connect and work together
Output Signal : SPI (TTL) and DMX512

Input Voltage : AC110V-240V

Power : 3W

Edit software: LEDedit

LED pixel light controller (TL-201 )

Working voltage : DC5V-DC24V
Output current : Max 10A
Output power : 240W(24V)
Remote control distance : 30-50m

Dimensions :  L92xW70xH45 (mm)
Weight(GW) : 111g

Dimensions : L125xW52xH40(mm)
Weight(G.W) : 320g

Dimensions : L224 X W137X H30(mm)
Weight(G.W) : 1500g

Dimensions :  L224 X W 137X H30(mm)
Weight(G.W,) : 15009

Dimensions : L142xW73xH30(mm)
IP rating : P67

Dimensions : L180xW120xH35(mm)
Weight(G.W) : 800g

Dimensions :  L135xW30xH20(mm)
Weight (GW) : 110g

DIY Connectors

Use for TLI15/TL21 Series

Mono color DIY screw front connector kit

TL-SC-FR-15-D-01-A

TL-SC-FR-15-D-02-A

TL-SC-FR-15-B-01-A

TL-SC-FR-15-B-02-A

TL-SC-FR-15-D-01-SM-A

TL-SC-FR-15-D-02-SF-A

L 4
e ‘

TL-SC-FR-15-B-01-SM-A

Y EY

TL-SC-FR-15-B-02-SF-A

TL-SC-END-15

TL-SC-EXT-15-A



Use for TLI5/TL21 Series

Multi color DIY screw front connector kit

TL-SC-FR-15-D-02-RGB

e -
TL-SC-FR-15-D-01-RGB
i
o
r ’ J
- " (e

TL-SC-FR-15-B-01-RGB

TL-SC-FR-15-D-01-SM-RGB

TL-SC-FR-15-B-01-SM-RGB

L I

TL-SC-END-15

TL-SC-FR-15-B-02-RGB

TL-SC-FR-15-D-02-SF-RGB

TL-SC-FR-15-B-02-SF-RGB

TL-SC-EXT-15-RGB

DISPLAY

Use for TL16 Series

TL16 series DIY screw front connector kit

T- LUCE
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TL-SC-FR-16-D-01-A

TL-SC-FR-16-D-02-A

-
4

-

4

-

-

TL-SC-FR-16-D-01-RGB

TL-SC-FR-16-D-02-RGB

Ce

@

L

TL-SC-FR-16-D-01-SM-A

L

TL-SC-FR-16-D-01-SM-RGB

”
.
.

-

)
y

TL-SC-FR-16-D-02-SF-A

o

TL-SC-FR-16-D-02-SF-RGB

TL-SC-EXT-16-A

TL-SC-END-16

TL-SC-EXT-16-RGB

TL-PVC-END-16 TL-PVC-END-15



Cable Accessories

Middle Power Connector & End Connector

Female & Male Wire Connector

H

TL-CNR-A-1T2

H

TL-M12-2P-F / KJ-M12-2P-M

TL-CNR-8904-1T2

4 *
%o
TL-CNR-A-2T2
r =

H

TL-CNR-8904-2T2

TL-M12-F/M-2C-075-W

TL-M12-3P-F / KJ-M12-3P-M

ee

TL-CNR-512B3-1T2

TL-CNR-512B3-2T2

4

TL-M12-F/M-3C-05-W

TL-M12-4P-F / KJ-M12-4P-M

TL-EC-M12-M-2C

@&

TL-EC-M12-F-2C

TL-EC-M12-M-3C

o@

TL-EC-M12-F-3C

TL-EC-M12-M-2C

o@

TL-EC-M12-F-4C

TL-M12-5P-F / KJ-M12-5P-M

TL-M12-F/M-4C-05-W

T- LUCE




Mounting

N

Model: TL21S01-S

Use for: S21
Material: Aluminum alloy
Type: Standard

Model: TL15501-S

Use for: S15 & S21
Material: Aluminum alloy
Type: Standard

Model: TL15H01-S

Use for: S15 & S21
Material: Aluminum alloy
Type: Cable Hiding

Model: TL15501-05

Use for: S15 & S21
Material: Stainless steel
Type: 316 Stainless steel

Model: TL15AD01-S

Use for: S15 & S21
Material: Aluminum alloy

Length option: Tm, 2m, 5cm
Surface Color: Silver, White

Length option: Tm, 2m, 5cm
Surface: Anodized

Length option: Tm, 2m, 5cm
Surface: Anodized

Length option: 5cm
Surface: Natural color

Length option: Tm, 2m, 5cm
Surface: Anodized

Type: Anti-drop for upside down installation

Model: TL15FLX

Use for: S16 & S21

Length option: 10cm, 30cm, 50cm, 100cm

Material: Atainless steel
Type: Flexible

Model: TL15V01-S-05

Use for: S15 & S21
Material: Aluminum alloy
Type: Standard

Model: TL-AB-S2830C2

Use for: S15&
S21, T16, T10 Angle change
bracket

Surface treatment : Polished

Length option: Tm, 2m, 5cm
Surface Color: Silver, White, Black
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Mounting Accessories

Model: TL16S01-S

Use for: T16
Material: Aluminum alloy
Type: Standard

Model: TL16S02-S
Use for: T16

Material: Aluminum alloy
Type: Standard

Model: TL16H01-S
Use for: T16

Material: Aluminum alloy
Type: Cable Hiding

Model: TL16501-05

Use for: T16
Material: stainless steel
Type: 316 Stainless stee

Model: TL16AD01-S

Use for: T16
Material: Aluminum alloy
Type: Anti-drop for upside down

Model: TL16FLX

Use for: TI6

Length option: 10cm, 30cm, 50cm, 100cm
Material: Stainless steel

Type: Flexible

Model: TL10S01

Use for: T10
Material: Aluminum alloy
Type: Standard

Model: TL0O9S01-S

Use for: T09
Material: Aluminum alloy
Type: Standard

Length option: Tm, 2m, 5cm
Surface: Anodized

Length option: Tm, 2m, 5cm
Surface: Anodized

Length option: Tm, 2m, 5cm
Surface: Anodized

Length option: 5cm
Surface: Natural color

Length option: Tm, 2m, 5cm
Surface: Natural color

Surface treatment : Polished

Length option: Tm, 2m, 5cm
Surface: Surface: Anodized

Length option: Tm, 2m, 5cm
Surface: Anodized

T- LUCE

. a= a8s
DisPlAY: 9= o8

16.2mm

16.5mm

18.8mm

16.4mm

19.6mm

i

20.4mm
16.4mm

15.5mm

27.9mm 11.6mm

11.5mm

20.4mm

20.0mm 18.5mm

19.0mm

20.0mm

14.9mm
e

20mm [ QAmm

17.5mm

17mm

15mm

20.4m

11.6mm


eoloinc
Cross-Out


Other Accessories T+ LUCE

TL-TOOL-C1

LED Neon Cutter

TL-WSO01
Wire Stripper

TL-TOOL-C2

/ Screwdriver, for the use of DIY accessories

TL-RTV

.I‘
“

Silicon Rubber, neutral PH, for the use of DIY accessories

TL-PCP

Power Cable, EU standard plug with 1.5m
cable length, 3*0.75mm

TL-GB-CA10

RGB Power Cable

0.5mm *4, |EC stanard
PVC material white color
Cable length: 20m

TL-C03/C05/CA00

DMX Signal Cable
Input: XLR-3/male
Output: XLR-3/female
Cable length: 3m/5m/10m
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